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CAST-IN-PLACE OR PRE-CAST CONCRETE VALVE VAULT
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3" SCH 80 PVC DRAIN PIPE TO WET WELL
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4" ISOLATION PLUG VALVE W/ VALVE BOX
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4" DIP VENT PIPE W/ BUG SCREEN
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INFLUENT PIPE
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4" COUPLING (MJ) (TYP. OF 2)
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ALUMINUM ACCESS DOOR & FALL PROTECTION GRATING
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MINIMUM 6" WASHED STONE
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3" PVC BACKWATER VALVE
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STAINLESS STEEL LIFTING CHAIN
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4" D.I. DISCHARGE PIPE (TYPICAL OF 2)
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AutoCAD SHX Text
MERCURY HIGH/LOW FLOAT SWITCH
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6' DIAMETER (MINIMUM) PRE-CAST WET WELL BASE & SECTIONS
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RUBBER BOOT  (TYP. ALL WALL OPENINGS)
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CONCRETE FILLER (CONTINUOUS)
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EXPANSION AS NECESSARY
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SEE SHEET 1 OF 2 FOR PLAN VIEW
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NOTES: : 1. PUMP STATIONS SHALL MEET ALL STATE MINIMUM DESIGN REQUIREMENTS AND BE APPROVED BY THE DIRECTOR OF UTILITIES DEPARTMENT. 2. WET WELLS SHALL BE EPOXY COATED (80 mils). 3. ALL PIPE AND VALVE SIZES DISPLAYED ARE MINIMUM SIZES, AND THE ACTUAL SIZES WILL BE DETERMINED BY THE HYDRAULIC DESIGN OF A PROFESSIONAL ENGINEER. 4. PROVIDE LEVERAGE BAR FOR 2 INCH NUT TO BE LEFT IN VALVE VAULT.
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ALUMINUM ACCESS DOOR & FALL PROTECTION GRATING
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PVC BRAIDED CABLE SUPPORT
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STANDARD VALVE BOX
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PIPE SUPPORT
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ENGINEER SHALL DETERMINE THE AMOUNT OF CONCRETE AT BASE OF WET WELL TO PROVIDE FOR ANTI-FLOTATION.
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